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each of a plurality of client devices. A preferred quality
recording associated with each of a plurality of meeting por-
tions is identified. The preferred quality recording associated
with each of the plurality of meeting portions may be auto-
nomically combined into a single recording representative of
the meeting.
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1
SYSTEM AND METHOD FOR COMBINED
MEETING RECORDING

BACKGROUND OF THE DISCLOSURES

The present disclosure relates to real-time collaboration,
and more particularly relates to an improved technique for
recording meetings.

Many technologies exist today that facilitate remote col-
laboration. For example, teleconferencing and video confer-
encing technologies may allow voice and video meetings
between remote parties. Other technologies, such as web
conferencing, may allow for interactive and/or multi-media
collaboration between remote parties. These, as well as vari-
ous other technologies have facilitated collaborative interac-
tion between parties that are not physically proximate. The
ability for remote collaboration can be of great use for orga-
nizations having physically remote facilities, and other situ-
ations that do not allow individuals to come together for in
person meetings.

SUMMARY OF THE DISCLOSURE

According to a first implementation, a method may include
receiving a respective recording of a meeting from each of a
plurality of client devices. A preferred quality recording asso-
ciated with each of a plurality of meeting portions may be
identified. The preferred quality recording associated with
each of the plurality of meeting portions may be autonomi-
cally combined into a single recording representative of the
meeting.

One or more of the following features may be included.
Each of the plurality of client devices may be associated with
a participant node of the meeting. Each respective recording
may include an audio recording. Each respective recording
may include a multi-media recording.

Identifying the preferred quality recording may include
analyzing a quality of each respective recording for each of
the meeting portions. The method may further include cap-
turing a central recording of the meeting by the computing
device. Combining the preferred quality recording associated
with each of the plurality of meeting portions may include
modifying the central recording.

According to another implementation, a computer pro-
gram product includes a computer readable medium having a
plurality of instructions stored on it. When executed by a
processor, the instructions may cause the processor to per-
form operations including receiving a respective recording of
a meeting from each of a plurality of client devices. Instruc-
tions may be included for identifying a preferred quality
recording associated with each of a plurality of meeting por-
tions. The preferred quality recording associated with each of
the plurality of meeting portions may be combined into a
single recording representative of the meeting.

One or more of the following features may be included.
Each of the plurality of client devices may be associated with
a participant node of the meeting. Each respective recording
may include an audio recording. Each respective recording
may include a multi-media recording.

The instructions for identifying the preferred quality
recording may include instructions for analyzing a quality of
each respective recording for each of the meeting portions.
Instructions may further be included for capturing a central
recording of the meeting by the computing device. The
instructions for combining the preferred quality recording
associated with each of the plurality of meeting portions may
include instructions for modifying the central recording.
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According to yet another embodiment, a system includes a
processor and a memory coupled with the processor. A first
software module is executable by the processor and the
memory. The first software module may be configured to
receive a respective recording of a meeting from each of a
plurality of client devices. A second software module is also
executable by the processor and the memory. The second
software module may be configured to identify a preferred
quality recording associated with each of a plurality of meet-
ing portions. A third software module may also be executable
by the processor and the memory. The third software module
may be configured to combine the preferred quality recording
associated with each of the plurality of meeting portions into
a single recording representative of the meeting.

One or more of the following features may be included.
Each of the plurality of client devices may be associated with
a participant node of the meeting. Each respective recording
may include an audio recording. Each respective recording
may include a multi-media recording.

The second software module, configured to identify the
preferred quality recording, may be further configured to
analyze a quality of each respective recording for each of the
meeting portions. A fourth software module may be execut-
able by the processor and the memory. The fourth software
module may be configured to capture a central recording of
the meeting by the computing device. The third software
module, configured to combine the preferred quality record-
ing associated with each of the plurality of meeting portions,
is may be further configured to modify the central recording.

The details of one or more implementations are set forth in
the accompanying drawings and the description below. Other
features will become apparent from the description, the draw-
ings, and the claims.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWINGS

FIG. 1 diagrammatically depicts a meeting recording pro-
cess coupled to a distributed computing network.

FIG. 2 is a flowchart of a process executed by the meeting
recording process of FIG. 1.

FIG. 3 graphically a plurality of recordings of a meeting
that may be utilized by the meeting recording process of F1G.
1.

FIG. 4 graphically depicts a combined meeting recording
that may be generated by the meeting recording process of
FIG. 1.

FIG. 5 graphically depicts a combined meeting recording
that may be generated by the meeting recording process of
FIG. 1.

DETAILED DESCRIPTION OF THE INVENTION

As will be appreciated by one skilled in the art, the present
invention may be embodied as a method, system, or computer
program product. Accordingly, the present invention may
take the form of an entirely hardware embodiment, an entirely
software embodiment (including firmware, resident software,
micro-code, etc.) or an embodiment combining software and
hardware aspects that may all generally be referred to herein
as a “circuit,” “module” or “system.” Furthermore, the
present invention may take the form of a computer program
product on a computer-usable storage medium having com-
puter-usable program code embodied in the medium.

Any suitable computer usable or computer readable
medium (also herein referred to as a computer readable
medium and/or a storage device associated with a computing
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device or client electronic device) may be utilized. The com-
puter-usable or computer-readable medium may be, for
example but not limited to, an electronic, magnetic, optical,
electromagnetic, infrared, or semiconductor system, appara-
tus, or device. More specific examples (a non-exhaustive list)
of the computer-readable medium would include the follow-
ing: an electrical connection having one or more wires, a
portable computer diskette, a hard disk, a random access
memory (RAM), a read-only memory (ROM), an erasable
programmable read-only memory (EPROM or Flash
memory), an optical fiber, a portable compact disc read-only
memory (CD-ROM), an optical storage device. In the context
of this document, a computer-usable or computer-readable
medium may be any non-transitory medium that can contain,
store, communicate, or transport the program for use by or in
connection with the instruction execution system, apparatus,
or device.

Computer program code for carrying out operations of the
present invention may be written in an object oriented pro-
gramming language such as Java, Smalltalk, C++ or the like.
However, the computer program code for carrying out opera-
tions of the present invention may also be written in conven-
tional procedural programming languages, such as the “C”
programming language or similar programming languages.
The program code may execute entirely on the user’s com-
puter, partly on the user’s computer, as a stand-alone software
package, partly on the user’s computer and partly on a remote
computer or entirely on the remote computer or server. In the
latter scenario, the remote computer may be connected to the
user’s computer through a local area network (LAN) or a
wide area network (WAN), or the connection may be made to
an external computer (for example, through the Internet using
an Internet Service Provider).

The present invention is described below with reference to
flowchart illustrations and/or block diagrams of methods,
apparatus (systems) and computer program products accord-
ing to embodiments of the invention. It will be understood
that each block of the flowchart illustrations and/or block
diagrams, and combinations of blocks in the flowchart illus-
trations and/or block diagrams, can be implemented by com-
puter program instructions. These computer program instruc-
tions may be provided to a processor of a general purpose
computer, special purpose computer, or other programmable
data processing apparatus to produce a machine, such that the
instructions, which execute via the processor of the computer
or other programmable data processing apparatus, create
means for implementing the functions/acts specified in the
flowchart and/or block diagram block or blocks.

These computer program instructions may also be stored in
a computer-readable memory that can direct a computer or
other programmable data processing apparatus to function in
a particular manner, such that the instructions stored in the
computer-readable memory produce an article of manufac-
ture including instructions which implement the function/act
specified in the flowchart and/or block diagram block or
blocks.

The computer program instructions may also be loaded
onto a computer or other programmable data processing
apparatus to cause a series of operational steps to be per-
formed on the computer or other programmable apparatus to
produce a computer implemented process such that the
instructions which execute on the computer or other program-
mable apparatus provide steps for implementing the func-
tions/acts specified in the flowchart and/or block diagram
block or blocks.

Referring to FIG. 1, there is shown meeting recording
process 10 that may reside on and may be executed by server
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computer 12, which may be connected to network 14 (e.g., the
Internet or a local area network). Examples of server com-
puter 12 may include, but are not limited to: a personal com-
puter, a server computer, a series of server computers, a mini
computer, and a mainframe computer. Server computer 12
may be a web server (or a series of servers) running a network
operating system, examples of which may include but are not
limited to: Microsoft® Windows® Server; Novell® Net-
Ware®; or Red Hat® Linux®, for example. (Microsoft and
Windows are registered trademarks of Microsoft Corporation
in the United States, other countries or both; Novell and
NetWare are registered trademarks of Novell Corporation in
the United States, other countries or both; Red Hat is a reg-
istered trademark of Red Hat Corporation in the United
States, other countries or both; and Linux is a registered
trademark of Linus Torvalds in the United States, other coun-
tries or both.)

As will be described in greater detail below, meeting
recording process 10 may receive a respective recording of a
meeting from each of a plurality of client devices. Meeting
recording process 10 may also identify a preferred quality
recording associated with each of a plurality of meeting por-
tions. Meeting recording process 10 may combine the pre-
ferred quality recording associated with each of the plurality
of meeting portions into a single recording representative of
the meeting.

The instruction sets and subroutines of meeting recording
process 10, which may include one or more software mod-
ules, and which may be stored on storage device 16 coupled to
server computer 12, may be executed by one or more proces-
sors (not shown) and one or more memory modules (not
shown) incorporated into server computer 12. Storage device
16 may include but is not limited to: a hard disk drive; a solid
state drive, a tape drive; an optical drive; a RAID array; a
random access memory (RAM); and a read-only memory
(ROM).

Server computer 12 may execute a web server application,
examples of which may include but are not limited to:
Microsoft 1IS, Novell Webserver™, or Apache® Webserver,
that allows for HTTP (i.e., HyperText Transfer Protocol)
access to server computer 12 via network 14 (Webserver is a
trademark of Novell Corporation in the United States, other
countries, or both; and Apache is a registered trademark of
Apache Software Foundation in the United States, other
countries, or both). Network 14 may be connected to one or
more secondary networks (e.g., network 18), examples of
which may include but are not limited to: a local area network;
a wide area network; or an intranet, for example.

Server computer 12 may execute a server meeting applica-
tion (e.g., server meeting application 20), examples of which
may include, but are not limited to e.g., a web conferencing
application, a video conferencing application, a voice-over-
IP application, or other application that allows for virtual
meeting and/or remote collaboration. The instruction sets and
subroutines of server meeting application 20, which may be
stored on storage device 16 coupled to server computer 12
may be executed by one or more processors (not shown) and
one or more memory modules (not shown) incorporated into
server computer 12. Server meeting application 20 may allow
for voice, video, multi-media, or other collaborative commu-
nication between client meeting applications, e.g., client
meeting applications 22, 24, 26, 28, thereby facilitating vir-
tual meetings and/or remote collaboration. Examples of cli-
ent meetings application 22, 24, 26, 28 may include, but are
not limited to, web conferencing applications, video confer-
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encing applications, voice-over-IP applications, or other
application that allow for virtual meeting and/or remote col-
laboration.

Meeting recording process 10 may be a stand alone appli-
cation, or may be an applet/application/script that may inter-
act with and/or be executed within server meeting application
20. In addition/as an alternative to being a server-side process,
the meeting recording process may be a client-side process
(not shown) that may reside on a client electronic device
(described below) and may interact with a client meeting
application (e.g., one or more of client meeting applications
22,24,26,28). Further, the meeting recording process may be
ahybrid server-side/client-side process that may interact with
server meeting application 20 and a client meeting applica-
tion (e.g., one or more of client meeting applications 22, 24,
26,28). As such, the meeting recording process may reside, in
whole, or in part, on server computer 12 and/or one or more
client electronic devices.

The instruction sets and subroutines of client meeting
applications 22, 24, 26, 28, which may be stored on storage
devices 30, 32, 34, 36 (respectively) coupled to client elec-
tronic devices 38, 40, 42, 44 (respectively), may be executed
by one or more processors (not shown) and one or more
memory modules (not shown) incorporated into client elec-
tronic devices 38, 40, 42, 44 (respectively). Storage devices
30, 32, 34, 36 may include but are not limited to: hard disk
drives; solid state drives, tape drives; optical drives; RAID
arrays; random access memories (RAM); read-only memo-
ries (ROM), compact flash (CF) storage devices, secure digi-
tal (SD) storage devices, and a memory stick storage devices.
Examples of client electronic devices 38, 40, 42, 44 may
include, but are not limited to, personal computer 38, laptop
computer 40, mobile computing device 42 (such as a smart
phone, netbook, tablet computer or the like), notebook com-
puter 44, for example. Each of client electronic devices 38,
40, 42, 44 may execute an appropriate operating system, for
example, Mac OS, i0S, Android OS, Windows, or other
suitable operating system. (Mac OS is a trademark of Apple
Inc. in the United States, other countries, or both; iOS is a
trademark of Cisco Systems, Inc.; Android is a trademark of
Google Inc. in the United States, other countries, or both;
Windows is a trademark of Microsoft Corporation in the
United Sates, other countries, or both.)

Server meeting application 20 and/or client meeting appli-
cations 22, 24, 26, 28 may enable meeting content (e.g., audio
meeting content, and/or one or more of video meeting con-
tent, audio-video meeting content, displayed meeting con-
tent, and the like, herein also referred to as “multi-media”
content) to be recorded by one or more of server 12 and
respective client electronic devices 38, 40, 42, 44 (e.g.,
including storing the recorded content to respective storage
devices 16, 30, 32, 34, 36 and/or one or more remote storage
devices). Further, in some embodiments, one or more of
server computer 12 and respective client electronic devices
38, 40, 42, 44 may include additional applications (not
shown) that may record meeting content. Recording meeting
content may include recording incoming meeting content
(e.g., meeting content originating at a respective remote com-
puting device and rendered on the computing device making
the recording) and/or recording outgoing meeting content
(e.g., meeting content originating at the respective computing
device making the recording).

Using client meeting applications 22, 24, 26, 28, users 46,
48, 50, 52 may access server meeting application 20 and may
allow users to e.g., participate in a virtual meeting, telecon-
ference, video conference, or other remote collaboration.
Users 46, 48,50, 52 may access server meeting application 20
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directly through the device on which the client meeting appli-
cation (e.g., client meeting applications 22, 24, 26, 28) is
executed, namely client electronic devices 38, 40, 42, 44, for
example. Users 46, 48, 50, 52 may access server meeting
application 20 directly through network 14 or through sec-
ondary network 18. Further, server computer 12 (i.e., the
computer that executes server meeting application 20) may be
connected to network 14 through secondary network 18, as
illustrated with phantom link line 54.

The various client electronic devices may be directly or
indirectly coupled to network 14 (or network 18). For
example, personal computer 38 is shown directly coupled to
network 14 via a hardwired network connection. Further,
notebook computer 44 is shown directly coupled to network
18 via a hardwired network connection. Laptop computer 40
is shown wirelessly coupled to network 14 via wireless com-
munication channel 56 established between laptop computer
40 and wireless access point (i.e., WAP) 58, which is shown
directly coupled to network 14. WAP 58 may be, for example,
an [EEE 802.11a, 802.11b, 802.11g, Wi-Fi, and/or Bluetooth
device that is capable of establishing wireless communication
channel 56 between laptop computer 40 and WAP 58. Mobile
computing device 42 is shown wirelessly coupled to network
14 via wireless communication channel 60 established
between mobile computing device 42 and cellular network/
bridge 62, which is shown directly coupled to network 14.

As is known in the art, all of the IEEE 802.11x specifica-
tions may use Ethernet protocol and carrier sense multiple
access with collision avoidance (i.e., CSMA/CA) for path
sharing. The various 802.11x specifications may use phase-
shift keying (i.e., PSK) modulation or complementary code
keying (i.e., CCK) modulation, for example. As is known in
the art, Bluetooth is a telecommunications industry specifi-
cation that allows e.g., mobile phones, computers, and per-
sonal digital assistants to be interconnected using a short-
range wireless connection.

Referring also to FIG. 2, meeting recording process 10 may
receive 100 a respective recording of a meeting from each of
a plurality of client devices. Meeting recording process 10
may further identify 102 a preferred quality recording asso-
ciated with each of a plurality of meeting portions. Meeting
recording process 10 may also combine 104 the preferred
quality recording associated with each of the plurality of
meeting portions into a single recording representative of the
meeting.

For example, assume that users 46, 48, 50 and 52 engage in
a meeting, such as a web conference, via respective client
meeting applications 22, 24, 26, 28 executed on respective
client electronic devices 38, 40, 42, 44. The web conference
may include both audio and multi-media components (e.g.,
such as presentation slides, video conferencing features,
video presentation features, or the like). For the purpose of
illustration, it may be assumed that users 46, 48, and 52 may
be capable of consuming both audio and multi-media com-
ponents of the web conference, while user 50 (e.g., accessing
the web conference via mobile computing device 42) may
only access audio components of the web conference, e.g.,
based on network capabilities, client meeting application 26
configurations, or for various other reasons.

While the illustrative example is presented in the context of
a web conference, this is intended only for the purpose of
illustration and not limitation. Other meeting types are
equally contemplated herein, including, but not limited to,
audio only meetings (e.g., which may utilize a voice-over-1P
client meeting application, a telephony system), a video con-
ference (e.g., which may utilize one or more web cameras and
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associated applications), multi-media meetings, and mixed-
media meetings, as well as various other meeting types.

During the course of the web conference a plurality of
client devices (e.g., at least a portion of client electronic
device 38, 40, 42, 44 executing respective client meeting
applications 22, 24, 26, 28) may record at least a portion of the
web conference. For example, client devices 38, 40, and 44,
accessing both audio components of the web conference and
multi-media components of the web conference, may record
both audio and multi-media components of the web confer-
ence. Client device 42, accessing only audio components of
the web conference, may only record audio components of
the web conference. Consistent with the foregoing example,
each of the client electronic devices 38, 40, 42, 44 may be
associated with a participant node of the meeting. That is,
each of the client electronic devices 38, 40, 42, 44 may be a
client electronic device executing an application (e.g., client
meeting applications 22, 24, 26, 28) that allows one or more
respective users to participate and/or access the meeting.
Additionally, in an embodiment, server meeting application
20 (alone and/or in conjunction with meeting recording pro-
cess 10 and/or another application; not shown) may also
record audio components of the web conference and/or audio
and multi-media components of the web conference. Accord-
ingly, each of the client electronic devices 38, 40, 42, 44 and
server computer 12 may record the meeting to the extent
possible, e.g., based upon network capability, client meeting
application capability, as well as user settings (e.g., a user
may elect to record only specific components of the meeting,
such as an audio component).

In an illustrative example, each client electronic device 38,
40, 42, 44 (e.g., client meeting applications 22, 24, 26, 28
and/or another recording application executed by the respec-
tive client electronic devices) may record audio and/or multi-
media components (collectively referred to herein as “meet-
ing components) of the meeting. The recorded meeting
components may include outgoing meeting components
(e.g., meeting components that originate at the recording
client electronic device and are transmitted to other client
electronic devices associated with participant nodes of the
meeting), the recorded meeting components may include
incoming meeting components (e.g., meeting components
that originate at other client electronic devices associated
with participant nodes), and/or the recorded meeting compo-
nents may include both outgoing and incoming meeting com-
ponents. As such, meeting components that are recorded by
each client device may include meeting components that
originate at that respective client device and/or meeting com-
ponents that originate at other respective client devices and/or
at server computer 12. In some embodiments, some client
devices may record both incoming and outgoing meeting
components, while other client devices may record only
incoming meeting components or outgoing meeting compo-
nents. As generally discussed above, the various client elec-
tronic devices 38, 40, 42, 44, as well as server computer 12,
may record meeting components using any suitable inter-
faces, including microphones and/or video cameras associ-
ated with the client electronic devices, software application or
components executed by the client electronic device that may
capture incoming and/or outgoing audio and/or video
streams, software applications or components executed by
the client electronic device that may capture images rendered
on a display associated with the client electronic device, or
other suitable interface.

While the foregoing description pertains to a situation in
which a client electronic device associated with every partici-
pant node may record meeting components, this is intended
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for the purpose of illustration and not limitation. In various
embodiments, less than all of the client electronic devices
associated with participant nodes may record meeting com-
ponents.

At least a portion of the plurality of client electronic
devices may transmit the recorded meeting components (i.e.,
the recording of the meeting, R64,R66, R68, R70) to meeting
recording process 10. In some embodiments, the plurality of
client electronic devices (and/or a portion of the plurality of
client electronic devices) may automatically transmit the
recorded meeting components to meeting recording process
10. Further, in some embodiments the plurality of client elec-
tronic devices (and/or a portion of the plurality of client
electronic devices) may transmit the recorded meeting com-
ponents to meeting recording process 10 in response to a
request to transmit the recorded meeting components (e.g., a
request from meeting recording process 10). Additionally/
alternatively, in some embodiments the plurality of client
electronic devices (and/or a portion of the plurality of client
electronic devices) may transmit the recorded meeting com-
ponents to meeting recording process 10 in response to a user
input or instruction to transmit the recorded meeting compo-
nents (e.g., which user input or instruction may be in response
to a request to transmit the recorded meeting components
from meeting recording process 10).

In some embodiments, one or more of the various client
electronic devices (e.g., via client meeting applications 22,
24, 26, 28) may transmit each respective recording of the
meeting (e.g., R64, R66, R68, R70, the meeting components
recorded by each respective client electronic device 38, 40,
42, 44) to meeting recording process continuously and/or
intermittently during the course of the meeting. In some
embodiments, one or more of the various client electronic
devices 38, 40, 42, 44 may transmit a respective recording of
the meeting upon completion of the meeting, e.g., immedi-
ately, or at some time after the completion of the meeting
(e.g., depending upon design criteria, user and/or system
settings, and/or network capabilities and/or configurations).
In various embodiments, one or more of the client electronic
devices 38, 40, 42, 44 may automatically transmit a respective
recording of the meeting to meeting recording process 10,
and/or may transmit a respective recording of the meeting to
meeting recording process 10 in response to a request from
meeting recording process 10.

Meeting recording process 10 may receive 100 a respective
recording of the meeting (e.g., R64, R66, R68, R70) from
each of the plurality of client electronic devices (e.g., client
electronic devices 38, 40, 42, 44). Consistent with the fore-
going discussion, each recording of the meeting from each
respective client device may include an audio recording and/
or may include a multi-media recording.

Meeting recording process 10 may identify 102 a preferred
quality recording associated with each of a plurality of meet-
ing portions. For example, based upon available bandwidth,
noise, jitter, recording interface attributes, and the like, the
plurality of recordings R64, R66, R68, R70 may vary in
quality (e.g., in sound quality, in video quality, etc.), with one
ormore of the recordings R64, R66,R68, R70 having a higher
recording quality than one or more of the other recordings.
Further, the quality of one or more of the recordings R64,
R66, R68, R70 may vary over the course of the meeting (e.g.,
as a result of changes in noise, jitter, bandwidth, or the like).
The preferred quality recording may include one or more of
the recordings R64, R66, R68, R70 having a recoding quality
that may meet and or exceed one or more objective and/or
subject (or relative) quality criteria. For example, the pre-
ferred quality recording may include one of the plurality of
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recordings having a quality that is better than a quality of
other of the plurality of recordings (e.g., the best quality
recording of the plurality of recordings R64, R66, R68, R70).
In another example, the preferred quality recording may
include one or more of the plurality of recording having a
quality greater than a predefined threshold (e.g., in terms of
noise, jitter, etc.).

The plurality of meeting portions may include discrete
time-wise segments of the meeting that may together make up
the entire meeting (and/or a defined portion of the meeting).
For example, and referring also to FIG. 3, in an illustrative
example, the meeting may include five time-wise segments,
S1, S2, S3, S4, S5. Consistent with such an example, each
recording R64, R66, R68, R70 may include a recording seg-
ment associated with each of the plurality of meeting portions
(81,52, S3, S4, S5). While the illustrative example has shown
the meeting including five time-wise segments, this is
intended only for the purpose of illustration and explanation,
as the number and time-wise length of each segment may vary
depending upon design criteria and preference. For example,
each time-wise segment may include a fraction of a second,
and the number of segments may depend, for example, upon
the length of each segment and the duration of the meeting.

Continuing with the above-stated example, meeting
recording process 10 may identify 102 a preferred quality
recording, including one or more of recordings R64, R66,
R68, R70 associated with each of a plurality of meeting
portions S1, S2, S3, S4, S5. For example, assume that (e.g.,
based upon design criteria) meeting recording process may
identify a recording having the highest quality associated
with a meeting portion as having the preferred recording
quality. Further, assume that for meeting portion S1 meeting
recording process 10 may identify recording R64 as including
the highest quality recording. Similarly, for meeting seg-
ments S2, S3, S4, and S5 meeting recording process 10 may
identify recordings R66, R68, R70, and R68 as including the
highest quality recording, respectively.

Identifying 102 the preferred quality recording may
include analyzing 106 a quality of each respective recording
for each of the meeting portions. For example, as discussed
above, the preferred quality recording may be based upon, at
least in part, noise, jitter, etc., associated with each recording
R64, R66, R68, R70. As will be appreciated, the quality of
each recording R64, R66, R68, R70 may vary over the course
of the meeting. Accordingly, meeting recording process 10
may analyze 106 the quality of each recording R64, R66,
R68, R70 for each portion of the meeting S1, S2, S3, S4, S5
to determine a quality of each recording R64, R66, R68, R70
associated with each portion S1, S2, S3, S4, S5 of the meet-
ing.

Meeting recording process 10 may combine the preferred
quality recording associated with each of the plurality of
meeting portions into a single recording representative of the
meeting. For example, and referring also to FIG. 4, meeting
recording process 10 may combine each preferred quality
recording associated with each portion of the meeting to
generate combined recording 150. Continuing with the
above-stated example, and as shown in FIG. 4, each segment
SC1, SC2, SC3, SC4, SCS5 of combined recording 150 may
include the identified 102 preferred quality recording associ-
ated with respective segments S1, S2, S3, S4, S5 of the meet-
ing. As such, meeting recording process 10 may provide a
single recording (e.g., combined recording 150) representa-
tive ofthe meeting, which contains a preferred quality record-
ing associated with each portion of the meeting. Combined
recording 150 may be stored (e.g., on storage device 16) for
subsequent playback. In one such embodiment, the need to
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playback each of the plurality of recordings R64, R66, R68,
R70 to obtain a preferred recording quality may be obviated.

In the foregoing example, combined recording 150 has
been described as including recording segments from each of
the plurality of client electronic devices. However, this
description is intended for the purpose of illustration and not
of limitation. In some embodiments, one or more of the
recordings may not include a preferred quality recording,
and, therefore, samples or segments from such recordings
may not be included in the combined recording. Further, one
or more of the client electronic devices may not transmit a
recording to meeting recording process 10. In such a situa-
tion, meeting recording process may generate a combined
recording utilizing preferred quality recordings identified
among the recordings that have been received from client
electronic devices. Further, in some embodiments, meeting
recording process 10 may not initially receive a recording
from one or more client electronic devices. Accordingly,
meeting recording process 10 may generate a combined
recording based upon the recordings received. In the event
that one or more client electronic devices transmits a record-
ing to meeting recording process 10 after the combined
recording has been generated, meeting recording process 10
may identify if the subsequently received recording(s)
include preferred quality recording associated with one or
more of the meeting portions. For example, meeting record-
ing process 10 may identify if a portion of the subsequently
received recording is of a better quality than a corresponding
portion of the combined recording. If the portion of the sub-
sequently received recoding does include a portion that is of
a better quality than a corresponding portion of the combined
recording, meeting recording process 10 may re-generate the
combined recording, in which the better quality portion of the
subsequently received recording may replace the original
corresponding portion of the combined recording. A similar
process may be implemented for any additional further sub-
sequently received recordings.

Insome embodiments, and as discussed above, the meeting
may also be recorded by server computer 12. Accordingly, in
such an embodiment, meeting recording process 10 may
(e.g., alone and/or in conjunction with server meeting appli-
cation 20) capture 108 a central recording (e.g., central
recording R72, including a recording of the meeting by server
computer 12) of the meeting by the computing device. In a
similar manner as discussed above, meeting recording pro-
cess 10 may identify a preferred quality recording associated
with each of the plurality of meeting portions, including
analyzing 106 central recording R72. As shown in FIG. 3, in
an illustrative example, meeting recording process 10 may
identify central recording R72 as including a recording hav-
ing a preferred recording quality (for example, the highest
recording quality of the plurality of recordings R64, R66,
R68, R70, R72) for meeting portion S5.

Continuing with the above-stated example, in which meet-
ing recording process 10 may capture 108 central recording
R72, combining 104 the preferred quality recording into a
single recording may include combining the preferred quality
recordings of one or more of the plurality of recordings R64,
R66, R68, R70 associated with one or more portions of the
meeting with a preferred quality recording R72 associated
with one or more portions of the meeting, in a manner similar
to that discussed above. As such, meeting recording process
10 may generate combined recording 152, shown in FIG. 5,
including one or more portions of the plurality of recordings
R64, R66, R68, R70, R72 associated with one or more meet-
ing portions S1, S2, S3, S4, S5.
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In some embodiments, combining 104 the preferred qual-
ity recording into a single recording may include modifying
110 central recording R72. For example, and as shown in FIG.
5, central recording R72 may be modified 110 by replacing
one or more portions of the central meeting recording R72
(e.g., segments S1, S2, S3, S4) with an identified 102 pre-
ferred quality recording (e.g., recordings R64, R66, R68,
R70), e.g., which may respectively include a higher quality
recording than the central meeting recording R72 associated
with meeting portions segment S1, S2, S3, S4, to generate
combined recording 152.

Consistent with the foregoing, in some embodiments,
meeting recording process 10 may provide a complete
recording of the meeting, in which the complete recording
may represent the best and/or a preferred quality recording
available from each of the meeting recordings received from
each of the client devices. In some embodiments, the record-
ing of the meeting provided by meeting recording process 10
may compensate for missed or bad quality recordings occur-
ring in a central server recording or in any, or several, of the
client devices associated with participant nodes. The record-
ing provided by meeting recording process 10 may, for
example, be accessible for subsequent review (e.g., by an
individual seeking to review the meeting), and may, in some
embodiment, be the best possible recording of the meeting.

The flowchart and block diagrams in the Figures illustrate
the architecture, functionality, and operation of possible
implementations of systems, methods and computer program
products according to various embodiments of the present
invention. In this regard, each block in the flowchart or block
diagrams may represent a module, segment, or portion of
code, which comprises one or more executable instructions
for implementing the specified logical function(s). It should
also be noted that, in some alternative implementations, the
functions noted in the block may occur out of the order noted
in the figures. For example, two blocks shown in succession
may, in fact, be executed substantially concurrently, or the
blocks may sometimes be executed in the reverse order,
depending upon the functionality involved. It will also be
noted that each block of the block diagrams and/or flowchart
illustration, and combinations of blocks in the block diagrams
and/or flowchart illustration, can be implemented by special
purpose hardware-based systems that perform the specified
functions or acts, or combinations of special purpose hard-
ware and computer instructions.

The terminology used herein is for the purpose of describ-
ing particular embodiments only and is not intended to be
limiting of the invention. As used herein, the singular forms
“a”, “an” and “the” are intended to include the plural forms as
well, unless the context clearly indicates otherwise. It will be
further understood that the terms “comprises” and/or “com-
prising,” when used in this specification, specify the presence
of stated features, integers, steps, operations, elements, and/
or components, but do not preclude the presence or addition
of one or more other features, integers, steps, operations,
elements, components, and/or groups thereof.

The corresponding structures, materials, acts, and equiva-
lents of all means or step plus function elements in the claims
below are intended to include any structure, material, or act
for performing the function in combination with other
claimed elements as specifically claimed. The description of
the present invention has been presented for purposes of
illustration and description, but is not intended to be exhaus-
tive or limited to the invention in the form disclosed. Many
modifications and variations will be apparent to those of
ordinary skill in the art without departing from the scope and
spirit of the invention. The embodiment was chosen and
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described in order to best explain the principles of the inven-
tion and the practical application, and to enable others of
ordinary skill in the art to understand the invention for various
embodiments with various modifications as are suited to the
particular use contemplated.

Having thus described the invention of the present application
in detail and by reference to embodiments thereof, it will be
apparent that modifications and variations are possible with-
out departing from the scope of the invention defined in the
appended claims.

What is claimed is:
1. A computer program product comprising a non-transi-
tory computer readable medium having a plurality of instruc-
tions stored thereon, which, when executed by a processor,
cause the processor to perform operations including:
receiving a respective recording of a meeting from each of
a plurality of client devices, wherein the meeting
includes a plurality of distinct components and one or
more component is associated with each recording;

identifying a preferred quality recording associated with
each of a plurality of meeting portions, the plurality of
meeting portions including discrete time-wise segments
of the meeting, at least one of the discrete time-wise
segments including meeting components from more
than one recording, wherein the preferred quality
recording includes a recording quality greater than a
predefined threshold of one or more of noise and jitter,
and includes a recording quality higher than the other
respective recordings received from each of the other
plurality of client devices, wherein a quality associated
with each of the received respective recordings is based
upon, at least in part, at least one of: available band-
width, noise, jitter, and recording interface attributes;

combining the preferred quality recording associated with
each of the plurality of meeting portions into a single
recording representative of the meeting; and

modifying the combined preferred quality recording by
replacing one or more portions of the combined pre-
ferred quality recording with a new identified preferred
quality recording associated with the one or more por-
tions of the combined preferred quality recording that is
higher quality than the one or more portions of the com-
bined preferred quality recording.

2. The computer program product according to claim 1,
wherein each of the plurality of client devices are associated
with a participant node of the meeting.

3. The computer program product according to claim 1,
wherein each respective recording includes an audio record-
ing.

4. The computer program product according to claim 1,
wherein each respective recording includes a multi-media
recording.

5. The computer program product according to claim 1,
wherein the instructions for identifying the preferred quality
recording include instructions for analyzing a quality of each
respective recording for each of the meeting portions.

6. The computer program product according to claim 1,
further comprising instructions for capturing a central record-
ing of the meeting by the computing device.

7. The computer program product according to claim 6,
wherein the instructions for combining the preferred quality
recording associated with each of the plurality of meeting
portions include instructions for modifying the central
recording.
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8. A system comprising:

a processor and a memory coupled with the processor;

a first software module executable by the processor and the
memory, the first software module configured to receive
a respective recording of a meeting from each of a plu-
rality of client devices, wherein the meeting includes a
plurality of distinct components and one or more com-
ponent is associated with each recording;

a second software module executable by the processor and
the memory, the second software module configured to
identify a preferred quality recording associated with
each of a plurality of meeting portions, the plurality of
meeting portions including discrete time-wise segments
of the meeting, at least one of the discrete time-wise
segments including meeting components from more
than one recording, wherein the preferred quality
recording includes a recording quality greater than a
predefined threshold of one or more of noise and jitter,
and includes a recording quality higher than the other
respective recordings received from each of the other
plurality of client devices, wherein a quality associated
with each of the received respective recordings is based
upon, at least in part, at least one of: available band-
width, noise, jitter, and recording interface attributes;

a third software module executable by the processor and
the memory, the third software module configured to
combine the preferred quality recording associated with
each of the plurality of meeting portions into a single
recording representative of the meeting; and
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a fourth software module executable by the processor and
the memory, the fourth software module configured to
modify the combined preferred quality recording by
replacing one or more portions of the combined pre-
ferred quality recording with a new identified preferred
quality recording associated with the one or more por-
tions of the combined preferred quality recording that is
higher quality than the one or more portions of the com-
bined preferred quality recording.

9. The system according to claim 8, wherein each of the
plurality of client devices are associated with a participant
node of the meeting.

10. The system according to claim 8, wherein each respec-
tive recording includes an audio recording.

11. The system according to claim 8, wherein each respec-
tive recording includes a multi-media recording.

12. The system according to claim 8, wherein the second
software module, configured to identify the preferred quality
recording, is further configured to analyze a quality of each
respective recording for each of the meeting portions.

13. The system according to claim 8, further comprising a
fifth software module executable by the processor and the
memory, the fifth software module configured to capture a
central recording of the meeting by the computing device.

14. The system according to claim 13, wherein the third
software module, configured to combine the preferred quality
recording associated with each of the plurality of meeting
portions, is further configured to modify the central record-
ing.



